INVITATION TO BID

The City of Sallisaw will accept sealed bids until November 9, 2009 on the following equipment:
TRACK TYPE TRACTOR

Prospective bidders may pickup a set of specifications in the City Manager’s office at City Hall, 115
East Choctaw, Sallisaw, OK.

Bids shall be sealed in an envelope with the words “TRACK TYPE TRACTOR?” on the front of the
envelope. Bids will be publicly opened and read aloud at the meeting of the Board of City
Commissioners on November 9, 2009 beginning at 6:30 p.m. Bids received after the time set for
opening of bids will not be considered and will be returned unopened.

Bidders should carefully examine the specifications and fully inform themselves as to all conditions
and matters which can in any way affect the work or the costs thereof. Should a bidder find
discrepancies in, or omissions from the bid document, specifications or other documents, or should be
in doubt as to their meanings, he should at once notify the City of Sallisaw and obtain clarification
prior to submitting any bid.

If required, the bidder may be asked to submit certain information regarding his qualifications and
planned work schedule.

Issuance of this bid request in no way constitutes a commitment by the City to award a contract or to
pay any costs incurred in preparation of a response to this request. This bid request does not represent
a commitment by the City to do business with any vendor or the vendor who submits the best bid. The
City will select the bid, or combination of bids that, in its opinion, is in the best interest of the City.
The City reserves the right to cancel this bid, reject all bids, and seek new bids through a new bid
request or other means. The City reserves the right of evaluation and the right to determine the
methodology for evaluation of the bids to determine which is the best bid and to accept the bid deemed
to be in the best interest of the City, i.e., the most qualified bid will not necessarily be the bid of lowest
cost. The City reserves the right to award the bid to any vendor or combination of vendors.

Attention is called to the requirement that the successful bidder must comply with all local, state, and
federal laws, regulations and policies applicable to this contract unless specifically excluded herein.

No bidder may withdraw his bidwithin thirty (30) days after the actual date of opening thereof.

Robert Park
City Clerk




CITY OF SALLISAW BID SPECIFICATIONS - TRACK TYPE TRACTOR

CITY OF SALLISAW BID DOCUMENT
TRACK TYPE TRACTOR (DOZER)

BID OPENING: NOVEMBER 9, 2009

PURPOSE

Obtain bid amounts on a new Track Type Tracker (Dozer) for the Sallisaw Municipal Landfill.

BID INFORMATION
A. Project Coordinators
1. John Smith, Landfill Superintendant

2. Randy Sizemore, Purchasing Agent, purchasing@sallisawok.org

3. Phone: 918-775-6241 Fax: 918-775-4194
B. Bid Schedule and Requirements

1. Bid Due Date and Time of Opening: All bids shall be submitted prior to November 9, 2009,
6:30 p.m.

a. Bids received after the time set for opening of bids will not be considered and
will be returned unopened. Also, bids received more than ninety-six (96) hours
prior to the time set for opening, excluding Saturdays, Sundays and holidays
will not be considered. Bids may be filed with the City Clerk’s office up to 5:00
p.m. or submitted to the Board of City Commissioners prior to their meeting on
November 9, 2009, 6:30 p.m.
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CITY OF SALLISAW BID SPECIFICATIONS - TRACK TYPE TRACTOR

b. Proposals shall be sealed in an envelope with the words “Sealed Bid - Track
Type Tractor” on the front of the envelope. All bids shall be submitted to:
City of Sallisaw, 115 East Choctaw, P.O. Box 525, Sallisaw, OK 74955.

c. All bid submittals must be made on the proposal forms furnished in this
document and must be in accordance with any instructions stated in this
document.

d. All work will be awarded as a single contract to the lowest responsible bidder.

Bid Opening: All bids received during the submittal period will be opened at the
Board of City Commissioners meeting on November 9, 2009 at 6:30 p.m.

Bid Award: Unless otherwise announced, bid award will take place at a meeting of the
Board of City Commissioners on or before December 14, 2009.

C. Acceptance and Rejection of Proposals

1.

The City of Sallisaw reserves the right to reject any or all proposals and to cancel this bid
document at any time.

The City of Sallisaw reserves the right to waive immaterial defects and minor irregularities
in this request.

The City of Sallisaw reserves the right of evaluation and the right to determine the
methodology for evaluation of the proposals to determine which is the best proposal and to
accept the proposal (or proposals) deemed to be in the best interest of the City, i.e., the
most qualified proposal will not necessarily be the proposal of lowest cost. The City of
Sallisaw reserves the right to award the bid to any vendor or combination of vendors. The
City of Sallisaw reserves the right to negotiate with any Bidder as necessary to serve the
best interests of the City.

The issuance of this bid document does not constitute a commitment by the City of Sallisaw
to enter into a contract for the completion of this project or to pay any costs incurred by any
Bidder in the preparation of their response to this bid document.

All proposals will become the property of the City of Sallisaw and subject to open records
laws. The City reserves the right to make use of any information or ideas in the proposals.

Attention is called to the requirement that the successful Bidder must comply with all local,
state, and federal laws, regulations and policies applicable to this request unless
specifically excluded herein.

Bidder should carefully examine the specifications and fully inform themselves as to all
conditions and matters, which can in any way affect the work or the costs thereof. Should a
Bidder find discrepancies in, or omissions from the bid document, specifications or other
documents, or should be in doubt as to their meanings, he should at once notify the City of
Sallisaw project coordinators and obtain clarification prior to submitting any proposal.

Proposals will be reviewed and evaluated by City of Sallisaw staff, which will then make
recommendations to the Board of City Commissioners.
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CITY OF SALLISAW BID SPECIFICATIONS - TRACK TYPE TRACTOR

Proposals received after the due date and time will not be accepted. Also, bids received
more than ninety-six (96) hours prior to the time set for opening, excluding Saturdays,
Sundays and holidays will not be considered.

It is the responsibility of the bidder to ensure their bid is received in time. No consideration
will be given to postal or other delays. Bids cannot be altered by phone, email or other
means. Bidders may withdraw their bid by written request before the scheduled closing
time for receipt of bids.

No contract shall be signed unless the City has accepted all required bonds and insurance
certificates, if applicable.

The City of Sallisaw, based on the vendor and the proposal, may require additional
provisions before awarding the contract or bid.

If applicable the successful bidder will be responsible for any work or service performed by
any sub-contractors used by the bidder.

The City of Sallisaw accepts no responsibility for payment to subcontractors or consultants
and the successful Bidder assumes any and all sub-contractual responsibilities within their
proposal.

D. Payment of Invoices

1.

All invoices submitted to the City for items related to this bid shall be approved by the City
project coordinators. No invoice shall be paid unless approved.
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CITY OF SALLISAW BID SPECIFICATIONS - TRACK TYPE TRACTOR

Minimum Bid Specifications for a Factory Equipped Waste Handling Track

Type Tractor for the City of Sallisaw Municipal Landfill

BASIC SPECIFICATIONS

Y___N___Basic operating weight with the SU blade shall be 44,420 Ib. Standard operating weight includes lubricants,
coolant, full fuel tank, SU blade with trash rack, shoes, reversing fan, engine enclosures, fuel tank guard,
extreme service crankcase guard, heavy duty hinged radiator guard, higher prescreener, ROPS Canopy and
FOPS Cab.

Y____N____ The overall length of the tractor shall not exceed 17’ 11".

Y____N____ The overall width over trunnions shall be at least 104 in (2640 mm)

Y____N____ Ground clearance per SAE J1234 will be at least 15 inches (383 mm).

ENGINE

Y____N____ Theengine shall be of diesel type, four-stroke cycle, fully equipped with all necessary operating accessories.
The engine shall be mounted so as to be accessible for adjustment and normal servicing without being
detached from the tractor unit.

____N___ The engine shall meet Tier lll/Stage 3 emission specifications for the U.S. (EPA) and Europe.

—____N____ Engine shall utilize only clean filtered air for combustion, not extra trapped or recirculated exhaust gas (EGR)
from previous combustion events. Diesel engine users have noted EGR can increase maintenance intervals
and contribute to more frequent engine rebuilds

Y____N____ Engine shall develop at least 198 net flywheel hp (148 kW ). Net flywheel hp shall be for standard equipped
engine operating under SAE standard conditions (J1349) at 77° F (25° C) and 29.32 in Hg (99 kPa) dry
barometer using 35° API gravity fuel. Standard equipment shall include turbocharger, aftercooler, fan, air
cleaner, water pump, fuel pump, muffler, and lubricating oil pump.

Y____N___ Maximum governed speed shall be 1850 RPM at rated hp.

Y____N____ Engine shall have a turbocharger and aftercooler providing full fwhp to a minimum of 7500 ft (2300 m) before
altitude deration for all models.

Y____N____ Engine air cleaner shall have a service indicator.

Y___N_____ Machine shall be equipped with a 24-volt electrical starting and operating system.

Y____N____ Machine shall be equipped with water separator.

Y___ _N___ Engine shall be equipped with an electric fuel priming system.

Y. Machine shall have a ducted 95 amp alternator

Y___ N Machine's engine enclosures shall consist of perforated hood and side panels. The enclosures shall prevent
airborne materials from entering into the engine compartment.

Y__N Machine shall have a Flexxaire Fan which automatically reverses fan pitch at pre-set intervals to purge
debris from the radiator and engine compartment.

Y__ N Turbine air precleaner shall remove large particles from the incoming air before they reach the air filter, thus
extending the life two to four times.

Y N The machine shall be equipped with a raised prescreener which helps reduce the likelihood of airborne
paper or plastics plugging the air intake. It shall provide a larger inlet.

Y. N Heavy duty batteries and starter

Y N 120V Engine Coolant heater

Y. N QuickEvac engine prelubrication and oil evacuation system

POWERTRAIN/TRANSMISSION

Y N___
Yo N__
Y N__
Y N__
Y__ N
Y___N__
Y___N

Transmission shall be a planetary type power shift with torque converter.

Transmission shall provide at least three speeds forward and three speeds in reverse with a five speed
mode available.

A single control unit for both direction and speed changes shall control transmission.

Transmission shall have a forward ground speed of at least 7.1 mph (11.5 km/h).

Transmission shall have a reverse ground speed of at least 9.1 mph (14.6 km/h).

Transmission shall have auto-shift and auto-kickdown features available.

Hydraulic system shall be split pump for dedicated power to steering and implements.
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CITY OF SALLISAW BID SPECIFICATIONS - TRACK TYPE TRACTOR

STEERING

Y____N____ Integrated electronic steering and transmission shall be available through the tractor manufacturer.

Y___N____ Machine shall utilize differential steering to control the direction and degree of turns, forward-reverse shifting,
and gear selection in a single control handle.

Y___N____ Touch shift buttons on the steering control shall shift the electronically controlled powershift transmission.

Y____N____ Tiller shall aliow operator to work precisely in close areas.

HYDRAULICS

Y____N___ Hydraulics and controls shall have a fully enclosed protected system.

Y____N____ Hydraulics and controls shall have a load sensing, variable displacement piston pump, which adjusts
hydraulic flow to match implement demand.

Y___N___ Hydraulics and controls shall have a single lever for dozer control functions.

Y____N____ Hydraulic steering pump output at 1,001 psi (6900 kPa) shall not be less than 47.3 gal/min (179 L/min)

Y____N____ Hydraulic implement pump output at 1,001 psi (6900 kPa) shall not be less than 49.9 gal/min (189 L/min)

Y____N____ Hydraulic lift cylinder flow at 1,001 psi (6900 kPa) shall not be less than 49.9 gal/min (189 L/min)

Y___ N___ Tiltcylinder flow at 1,001 psi (6900 kPa) shall not be less than 21.1 gal/min (80 L/min)

Y____N____ Ripper cylinder flow at 1,001 psi (6900 kPa) shall not be less than 49.9 gal/min (189 L/min)

Y____N____ Hydraulic controls main relief valve pressure setting shall not be less than 6,048 psi (41 700 kPa)

UNDERCARRIAGE

Y____N____ Undercarriage shall have reinforced box section and tubular track roller frame construction to resist bending
and torsional loads.

Y__N____ Undercarriage shall have a roller frame attached to the tractor by a pivot shaft and pinned equalizer bar.

Y____ N____ Undercarriage shall have seven track rollers per side.

Y____N____ Design shall be that of the tractor manufacturer.

Y___N____ Undercarriage shall have a minimum 74 inch (1880 mm) gauge.

Y____N___ 24" ES, Heavy Duty, Trapezoidal shoes to reduce refuse packing within the track and also reduce track
chain tightening and accelerated pin and bushing wear. Trapezoidal holes shall help prevent packing by
allowing the sprocket to punch out dirt and debris.

Y____N___ Undercarriage shall have a minimum 113 inches (2871 mm) length of track on ground.

____N____ Undercarriage shall have a minimum 4972 square inch (3.22 square meters) ground contact with standard
shoe.

Y____N____ Standard maximum ground pressure of 8.9 psi (0.623-kg/square centimeter) when equipped with standard
shoes, 6SU dozer, cab, fuel and lubricants.

FINAL DRIVES

Y____N____ Final drives shall be fully enclosed.

Y____N____ Final drives shall be single reduction, planetary design.

Y____N____ Final drives shall be isolated from ground-induced shock loads.

OPERATORS STATION

Y____N____ Modular cab shall be available through the tractor manufacturer.

Y____N____ Tractor shall be equipped with electronic indicators and gauges, which monitor critical operational systems
and alert the operator when potential problems occur.

Y____ N____ Operator seat shall include retractable seat belt.

Y____N____ Cabshall be prewired for a 12 volt or 24 volt radio, equipped with two speakers, an antenna and a radio
mount recessed in the headliner.

Y____N____ Operator shall have a clear working view to the blade and rear of the machine provided by a tapered hood,
notched fuel tank, narrow single shank ripper carriage and large single pane windows as well as a low rear
window.

Y___N Rear vision camera

Y____N____ Seat shall be adjustable with side seat bolsters to restrain side to side movement as well as a rolled-down
front edge for less pressure on the operator's thighs

Y____N____ Seatshall have standard adjustable arm rests that are adjustable without the use of tools.

Y N Instrument panel shall have easy to read gauges and warning lamps that keep the operator aware of fuel
level, hydraulic oil temperature, engine coolant temperature, powertrain oil temperature, engine oil pressure,
transmission gear indicator. All gauges shall be easily visible in direct sunlight.

Y N Cab shall be equipped with heating and air conditioning and controls shall be easily accessible from the
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CITY OF SALLISAW BID SPECIFICATIONS - TRACK TYPE TRACTOR

operators seat.

Y____N____ Cabshall feature a 10 amp, 12 volt power converter for the convenient use of radios, wireless phones and
laptop computers.

Y____N____ Anelectronic rocker switch work tool lockout valve shall be provided to prevent inadvertent operation of the
hydraulic work tool attachments.

Y____N____ Arocker switch shall activate high or low idle at the touch of a finger.

Y____N___ Adecelerator pedal shall give the operator full control of engine speed when the rocker switch is in the high
idie position.

Y____N____ Engine speed shall be set between high and low idle by simultaneously using the decelerator pedal and
holding the rabbit side of the throttle switch in for three seconds.

Y____N____ Low-effort, pilot-operated hydraulics shall be standard for easy operation and precise work tool control.

Y___N____  Ripper shall be controllable with low-effort pilot-operated hydraulics.

Y___ N Machine shall have heavy duty steps and handles that are manufactured from plate steel and solid rod to
withstand the rigors of fandfill operations.

Y___ N The lighting package shall have rear light relocated on the ROPS to help protect from debris.

Y___ N ROPS Mounted air conditioner condenser and fans shall be relocated from the engine compartment to the
ROPS to reduce debris and plugging. it shall also increase the the calculated cooling capacity of the
machine for operation in higher temperatures.

Y__N Machine shall have a black painted hood/cylinders/back of blade to reduce glare from lights while operating
at night and also while operating in sunlight.

Y N Air suspension seat

Y__ N Machine shall have weather band radio

Y__ N 24 Volt to 12 Volt 20 amp converter for two way radio

DOZER BLADE

____N___ L shaped push arms shall bring the blade close to the frame for maneuverability and provide solid | lateral
stability and cylinder positions for constant pry out independent of blade height.

Dozer blade and trash rack shall be designed, built and installed by track type tractor's manufacturer.
Semi-universal bulldozer blade shall be a maximum 128 inches (3260 mm) wide.

Semi-universal bulldozer blade shall have a minimum 29 inch (743 mm) tilt.

Semi-universal bulldozer blade shall have a minimum 47 inch (1195 mm) lift above ground.
Semi-universal bulldozer blade shall have a minimum 18 inch (459 mm) drop below ground.
Semi-universal bulldozer blade shall have a minimum dozer capacity of 14.3 cubic yards with trash rack .

!-<|-<|-< |-<|-<|-< <

N___
N___
N__
N___
N___
N___

WORK TOOL OPTIONS

N A multi-shank (3) parallelogram design ripper with three shanks designed , built and installed by the tractor
manufacturer.

N Minimum ripper penetration shall be 19.7 in (500 mm)

; Y N Minimum ripper penetration force shall be 14,557 Ib (6603 kg)

Y____N___ Rearscreen.

SERVICEABILITY

Y____N____ Major components shall be made as modules that can be removed without disturbing or removing others.

Y____N____ Machine shall have a monitoring system that is easily upgradeable by flashing software.

Y____N____ Power train Oil filter and pressure taps shall be mounted in the right hand fender for ease of service and
machine diagnostics

Y____N____  Engine oil filter shall be located on the engine.

Y____ N___ Underhood service light shall be standard for easier nighttime service and maintenance

Y____N____ Machine shall have sight gauges, easy to access filter, oil and coolant ports and an engine compartment
mounted work light.

Y___N___ The engine shall have a minimum of 500-hour 0il change interval.

Y____N___ Transmission shall have a minimum 1000-hour oil change period.

Y N____ Final drives shall have a minimum 2000-hour oil change period.

Y____N___ Undercarriage shall have lifetime lubricated track rollers.

Y___N Undercarriage shall have lifetime lubricated carrier rollers (if equipped).

Y____ N____ Undercarriage shall have sealed and lifetime lubricated idlers.

Y____N___ Undercarriage shall have the capacity of replacing worn sprocket segments without breaking track.

Y___ N Undercarriage shall have hydraulic track adjustment by grease gun, fully sealed.

Y____N____ Undercarriage shall have bolt-on, replaceable sprocket segments.

Y___N____ Final drives shall be of modular design for easy service, allow for removal with only breaking track.
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Y____N____ Quick disconnect fittings shall allow for fast diagnosis of the powertrain and hydraulic oil systems.
____N__ Radiator shall be a modular design permitting field replacement of individual cores versus removal of the
radiator from the tractor.
Y__ N Quick change fluid systems shall be available to reduce downtime for fluid maintenance and also reduce the

chances for fluid spills.

MINIMUM SERVICE FILL CAPACITIES

Y____ N____ Fuel tank capacity shall not be less than 112 gal (424 L).
Y____N____ Cooling system capacity shall not be less than 18.5 gal (76.8 L).
Y____N____ Engine crankcase capacity shall not be less than 7.4 gal (28 L)
Y___N____ Power train capacity shall not be less than 38.5 gal (145.7 L)
Y____N____ Eachfinal drive shall have a capacity of not less than 3.6 gal (13.6 L)
Y___N___ Each roller frame shall have a capacity of not less than 6.5 gal (24.6 L)
Y____N___ Hydraulic tank capacity shall not be less than 13.6 gal (51.5L)

' N____ Pivot shaft compartment capacity shall not be less than 1.3 gal (1.9 L)

ADDITIONAL FEATURES

Y____N____ Waste handler arrangement and guarding shall be designed, built and installed by the manufacturer.
Y___N___ Machine shall have a wireless fleet tracking system available to track location, machine hours, active and
logged service codes and security alarms. This system shall be able to connect to other onboard systems,
issue email or pager alerts and provide fuel consumption data.
Y N The guarding package shall include guards for the final drives and clamshell to help prevent wire and nylon
strapping from damaging the Duo cone seals.
N The guarding package shall have an idler seal to help prevent wire, fishing line and other debris from
wrapping around and damaging the Duo-Cone Seals.
Y N The guarding package shall have pivot shaft seals to help prevent debirs from entering and damaging seals
as well as bolts on the pivot shaft retainer.
N

: Y The chassis shall have guards to help protect the engine compartment by deflecting debris from rising
upward along the chassis.
: Y__ N The tilt cylinder lines shall have guards to help protect hydraulic lines from contact damage while maintaining
hose flexibility.
Y N The guarding package shall include guards for the fuel and hydraulic tank to help protect implement oil tank,

battery box and fuel tank. Plates shali be included to cover the light openings after they are repositioned on
top of cyiinders and ROPS.

Y N____ The guarding package shall include guards for the crankcase(extreme service), which serves dual purposes
which are to help prevent contact damage to vital powertrain components and to keep debris away from
these componenents

Y N The lighting package shall include a cylinder supplement light(two front), repositioned from the fender
opening to the top of the cylinders. The fender's cylinders shall be covered with plates to prevent debris from

entering.

Y__ N Laminated thermal shields shall cover the exhaust stack inside the compartment, hot side of the turbo
charger and the exhaust manifold.

Y N The machine shall feature a belly guard that can be raised or lowered.

Y N Machine shall include a mounted fire extinguisher.

Y___ N Machine shall include a full set of parts and service manuals

Y__N 5 Year/ 7500 Hour full machine warranty FOB Sallisaw Landfill
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Bid Submittal Checklist

These forms/items are required to be submitted with your bid package. All bids must be
submitted by date and time as specified in this document.

a. _____ Attachment A -Bidder Contact information
b. ___Attachment B -Bidder Business References
c. _____ Attachment C —Affidavit of Bidder

d. ____ Attachment D —Non Collusion Affidavit

e. _____ Attachment E — Bid Amounts

**Bids received without references will not be considered**
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